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Instructions 



SHARPER IMAGE DESIGN 



Dear Customer, 



Thank you for your purchase of a Sharper Image Design™ product. 
You have received a quality product, backed with a one-year warranty 
Your satisfaction as a Sharper Image customer means everything 
to us. We look forward to serving you now and in the future. 

Many other affordable, fun, and useful products are available 
through The Sharper Image* catalog, sharperimage.com, and The 
Sharper Image 8 retail stores. To receive a copy of our catalog or 
for the address of the store nearest you, please call our toll-free 
number 1-800-344-4444. 

Enjoy your purchase! 




Richard Thalheimer 
Founder and Chairman 



sharperimage.com 



Shop our complete Internet catalog. 
Online ordering is protected by 
Secure Sockets Layer technology. 



Important Safety and Maintenance Information 

• Children should keep their fingers away from the slots 
while the unit is rotating. 

• This unit is shipped with a 
removable clear-plastic guard 
that should only be removed 
in households that do not have 
small children. 

• Do not operate when pets or 
small children are near the unit. 

• A second unit can be connected to the first unit by means of 
a patch cord (provided on request). This allows the shared 
use of a single AC adapter for both units. 

• The exterior of this product may be wiped with a solution of 
mild dish detergent. 

Setting Up Your Power Tower 

Slide the two supporting feet onto the bottom of 
the main unit. 

Snap the light fixture into place, being careful to 
guide the wiring into the housing. 

The light fixture is designed to provide a small 
amount of auxiliary light for dark or low-light 
situations. It will turn on and off automatically 
as the CDs are rotated. 






The CD holders on the Power Tower are connected to each other to 
form a moving belt around the unit. 



If the belt was disconnected during shipping or becomes 
disconnected during use, reconnect the CD holders by the 
following method: 

• Guide the disconnected ends to the top of the 
tower by pulling slowly, or operating the power 
control. 

• Make sure that the belt is fully engaged onto 
the track. (See procedure below.) 

■ Snap the two CD holders together to form a 
complete chain. (The post snaps into the hook.) 

Guiding the belt back onto the track: 

Guides on the belt can be fed onto the track from 
the top of the tower. Repeat this procedure for each 
section of the belt that has slipped off of the track. 
The track sections run down the length of the unit 
but are open at the top and bottom. 

Track sections should be joined together at the top 
of the unit (see instructions above). 





Battery and Adapter Information 



Batteries should be replaced when the unit slows down or operates 
sluggishly. An included AC adapter may be used to power one or two 
Power Tower units and eliminate the need to use batteries. 

The battery compartments are located at the base of the unit, 
one compartment on each end. The AC adapter jack is located 
underneath the base of the Power Tower. Wires from the adapter 
can be guided through the small openings on either side of the 
Power Tower base. 



Remove the battery compartment 
covers by pushing up on the tabs. 

Install three alkaline D batteries 
as shown on the diagram inside 
the two battery compartments 
(six batteries total). 

Replace the battery 
compartment covers. 



Power Tower 100 is shown here. 




Battery Compartments 
Are Located On Both 
Sides Of The Base 





Adapter 




Jack At 




The Bottom 




(Underside) 



To Obtain Maximum Performance: 



Load CDs evenly to assure the best performance from 
your Power Tower. As you are loading CDs, leave an 
empty space between each CD to help balance out the 
weight. DO NOT leave empty spaces on one side of the 
unit by loading a number of CDs together. 



Load the unit with CDs by sliding 
the opening side of the CD jewel 
case into every other one of the 
empty slots on the Power Tower. 
Slide each case completely in until 
it "clicks" into place. 

Advance the slots by turning the 
control knob. 

Once you have filled every other 
slot with a CD case, finish filling 
the remaining slots. 

Turn the control knob slightly to 
rotate CDs 360° forward or back. 

Remove CDs by rotating them to the 
top of the unit and firmly pulling 
the entire jewel case out of the slot. 



CD Jewel 
Case Hinge 



Jewel Case 
Opens Here 




Turn Control Knob 
to Rotate CDs 



WARRANTY 

We warrant to the original user that this product shall be free from all 
defects in material or workmanship for one year from the date of original pur- 
chase. This warranty does not apply to any product which has been subject to 
abuse, misuse, negligence or accident, nor does it apply to any batteries that 
may be supplied with the product. Defects caused by tampering, unauthor- 
ized alterations or repairs are not covered by this warranty. We may elect 
to replace the entire unit, at no extra cost to you, with the same model or a 
similar model rather than repair it. 

If a defect covered by this warranty should occur, return the product and 
receipt, along with a brief explanation of the problem, to: 

T.S.I. - Returns Department 
2901-A West 60th Street 
Little Rock, AR 72209 

If a product uses batteries, many problems thought to be product defects 
are simply caused by weak batteries. To save any unnecessary inconve- 
nience, we encourage you to try replacement batteries before you return 
the product. Please feel free to contact our customer service representatives 
at 1-800-344-5555 or by email at care@sharperimage.com. 

This warranty gives you specific legal rights, and you may have other legal 
rights that vary from state to state. 

Copyright 2000, 2001 
Sharper Image Corporation 

650 Davis St., San Francisco, CA 94111 

(415) 445-6000 
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